
Quantity

1 Opening
dimensions Colour 2 Fixed 

lintel1
Pre-frame
100x402

Types of 
installaton Safety systems Lock

Height light 
 entrance (H)

Width light 
 entrance (C) Lacquered Anodized Foliated

(2 sides)
Foliated
(1 side) RAL inner face Yes No Yes No Private Communita3

Master Pro 
Bitech

Photocell Kit

Photocell
Protector

Refex
Photocell

With Mirror

Masterpro 24V
orange

Led Light
Yes No Right Left

1. Type of light entrance 2. Type of fixed lintel measurements

  
Width light entrance Lintel height

Width light entrance

Dimensions width 
light entrance
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Up to 4,000 width of opening, 
min. lintel 200 mm.

From 4,000 mm width of 
opening, min. lintel 350 mm.

Remarks for production Administration signature

Automation DEXXO (optional)
Keygo io 4 Keytis 4 Battery Bloqueo mechanical

Home io DEXXO-Axovia block for cars DEXXO

Accessories (anterior view)
Handle5 Right Central Left

handle handle handle

Automatismos Cardin (optional)
Remote control Number of remote
S449 4 controls

Number of panels Number of Aluminium window
with windows windows 6 18x30 cm

1. The lintel must be a minimum of 200 mm in order to be installed correctly, the height of the opening being from the lintel onwards.
If the light gap width is greater than 4,000 mm, the minimum lintel to be used will be 350 mm.

2. See pre-frame order form.
3. In a community installaton or with the door programmed in automatc mode (tmed), the use of external photocells must be implemented, as indi-

cated   in Annex C of Standard UNE 85635. In additon, in the case of the community installaton, a high-performance rail must be implemented.
4. The motor includes 2 emiters-receivers. From 4,000 mm width of opening upwards, no transmitters are included and only the S449 transmitter     may 

be selected.
5. The aluminium handle is embedded in the botom panel of the door. The windows will be installed on the intermediate panels.
6. The maximum number of windows per panel shall be defned by the length of the panel, the total occupancy of the windows being less than 50% 

of the total length of the panel.M
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Order form / quote

Sectionals Doors
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